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DETAILED ACTION 

Response to Amendment 

1 . This Office Action is in response to Applicant's Amendment filed 3/1 1/2008. 
Claims 1-44 are pending. 



Claim Rejections - 35 USC § 103 

2. The following is a quotation of 35 U.S.C. 1 03(a) which forms the basis for all 
obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as set 
forth in section 102 of this title, if the differences between the subject matter sought to be patented and 
the prior art are such that the subject matter as a whole would have been obvious at the time the 
invention was made to a person having ordinary skill in the art to which said subject matter pertains. 
Patentability shall not be negatived by the manner in which the invention was made. 

3. The factual inquiries set forth in Graham v. John Deere Co., 383 U.S. 1 , 148 
USPQ 459 (1966), that are applied for establishing a background for determining 
obviousness under 35 U.S.C. 103(a) are summarized as follows: 

1 . Determining the scope and contents of the prior art. 

2. Ascertaining the differences between the prior art and the claims at issue. 

3. Resolving the level of ordinary skill in the pertinent art. 

4. Considering objective evidence present in the application indicating 
obviousness or nonobviousness. 

4. Claims 1-18, 20-27, 29-36, 38-43, and 44 are rejected under 35 U.S.C. 103(a) as 
being unpatentable over Cheng (US PGPub 2002/0078161) in view of Cheshire (US 



PGPub 2005/0044355). 
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5. In regards to claim 1 Cheng discloses, a method of bridging communications 
between a universal plug and play type device (Fig. 1 #120) and a rendezvous type 
device (Fig. 1 #150-180) fl|0018 line(s) 1-5) comprising: 

a. receiving a communication from the universal plug and play type device 
for the rendezvous type device (1(0022 line(s) 1-4); 

b. converting the communication into the rendezvous type protocol thereby 
forming a converted communication flf0022 line(s) 6-8); and 

c. transmitting the converted communication to the rendezvous type device 
fl[0022 line(s) 8-12). 

6. Cheng do not teach wherein the rendezvous type protocol utilizes Internet 
Protocol. 

7. In the same field of endeavor Cheshire's teach rendezvous devices (fig. 1 #102- 
110) on a network (fig. 1 #100) using the Internet Protocol fl|0025-0027). 

8. It would have been obvious to one of ordinary skill in the art to have rendezvous 
devices in an IP network taught by Cheshire for communicating with UPnP devices 
through a bridge as shown in Cheng, since the operation of the bridge is in no way 
dependent upon the type of network that the devices reside on, the combination with an 
IP network to achieve the predictable results of being able to communicate from UPnP 
devices to non-UPnP devices. 
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9. In regards to claims 2, 7, 12, 21, and 30 Cheng discloses, wherein the universal 
plug and play type device is coupled within a network of universal plug and play type 
devices (Fig. 1 #100 and 1J0020 line(s) 12-19). 

10. In regards to claims 3, 8, 13, 22, and 31 Cheng discloses, wherein the 
rendezvous type device is coupled within a network of rendezvous type devices (Fig. 1 
#100 and 1J0020 line(s) 12-19). 

11. In regards to claims 4, 9, 14, and 39 Cheng discloses, wherein converting the 
communication is performed by a conversion circuit (Fig. 2 #220 and 1J0022). 

12. In regards to claims 5, 10, 15, 33, and 40 Cheng discloses, wherein the 
conversion circuit is programmed by the universal plug and play type device or the 
rendezvous type device fl|0040-U0042). 

13. In regards to claim 6 Cheng discloses, a method of bridging communications 
between a rendezvous type device (Fig. 1 #150-180) and a universal plug and play type 
device (Fig. 1 #120) fl|0018 line(s) 1-5) comprising: 

d. a. receiving a communication from the rendezvous type device for the 
universal plug and play type device (H0022 line(s) 1-4); 

e. b. converting the communication into the universal plug and play type 
protocol thereby forming a converted communication (1J0022 line(s) 6-8); and 
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f. c. transmitting the converted communication to the universal plug and play 
type device fl|0022 line(s) 8-12). 

14. Cheng do not teach wherein the rendezvous type protocol utilizes Internet 
Protocol. 

15. In the same field of endeavor Cheshire's teach rendezvous devices (fig. 1 #102- 
110) on a network (fig. 1 #100) using the Internet Protocol (1J0025-0027). 

16. It would have been obvious to one of ordinary skill in the art to have rendezvous 
devices in an IP network taught by Cheshire for communicating with UPnP devices 
through a bridge as shown in Cheng, since the operation of the bridge is in no way 
dependent upon the type of network that the devices reside on, the combination with an 
IP network to achieve the predictable results of being able to communicate from UPnP 
devices to non-UPnP devices. 

17. In regards to claim 1 1 Cheng discloses, a converter (Fig 1 #200) configured to 
couple between a universal plug and play type device (Fig. 1 #120) and a rendezvous 
type device (Fig. 1 #150-180) to convert communications between the universal plug 
and play type device and the rendezvous type device into proper formats fl|0020 line(s) 
12-19), comprising: 
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g. a. a universal plug and play type interface circuit configured to couple to a 
universal plug and play type device operating under a universal plug and play 
type protocol (Fig. 2 #210 and ^0022 line(s) 1-6); 

h. b. a rendezvous type interface circuit configured to couple to a rendezvous 
type device operating under a rendezvous type protocol (Fig. 2 #250 a -d and 
1J0021); and 

i. c. a conversion circuit coupled between the universal plug and play type 
interface circuit and the rendezvous type interface circuit (Fig. 1 #200 and Fig. 
2), wherein the conversion circuit converts communications directed from the 
universal plug and play type device to the rendezvous type device into the 
rendezvous type protocol, and further wherein the conversion circuit converts 
communications directed from the rendezvous type device to the universal plug 
and play type device into the universal plug and play type protocol fl|0022). 

18. Cheng do not teach wherein the rendezvous type protocol utilizes Internet 
Protocol. 

19. In the same field of endeavor Cheshire's teach rendezvous devices (fig. 1 #102- 
110) on a network (fig. 1 #100) using the Internet Protocol (1J0025-0027). 

20. It would have been obvious to one of ordinary skill in the art to have rendezvous 
devices in an IP network taught by Cheshire for communicating with UPnP devices 
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through a bridge as shown in Cheng, since the operation of the bridge is in no way 
dependent upon the type of network that the devices reside on, the combination with an 
IP network to achieve the predictable results of being able to communicate from UPnP 
devices to non-UPnP devices. 

21 . In regards to claims 16, 25, and 34 Cheng discloses, wherein the converter is a 
stand-alone device (Fig. 1 #200). 

22. In regards to claims 17, 26, 35, and 42 Cheng discloses, wherein the converter is 
implemented within the universal plug and play type device or the rendezvous type 
device (1J0090). 

23. In regards to claims 18, 27, 36, and 43 Cheng discloses, wherein the universal 
plug and play type interface circuit comprises a universal plug and play type proxy (Fig. 
5 #220 and 1J0031) which maintains a table of entries, each entry corresponding to a 
rendezvous type device (Fig 5. #504 and TJ0035). 

24. In regards to claim 20 Cheng discloses, a converter (Fig 1 #200) configured for 
coupling between a universal plug and play type device (Fig. 1 #120) and a rendezvous 
type device (Fig. 1 #150-180) to convert communications between the universal plug 
and play type device and the rendezvous type device into proper formats fl|0020 line(s) 
12-19), comprising: 
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j. a. means for interfacing to a universal plug and play type device 
configured for coupling to the universal plug and play type device operating 
under a universal plug and play type protocol (Fig. 2 #210 and 1J0022 line(s) 1- 
6); 

k. b. means for interfacing to a rendezvous type device configured for 
coupling to the rendezvous type device operating under a rendezvous type 
protocol (Fig. 2 #250 a -dand 1J0021); and 

I. c. means for converting coupled between the means for interfacing to a 
universal plug and play type device and the means for interfacing to a 
rendezvous type device (Fig. 1 #200 and Fig. 2) wherein the means for 
converting converts communications directed from the universal plug and play 
type device to the rendezvous type device into the rendezvous type protocol, and 
further wherein the means for converting converts communications directed from 
the rendezvous type device to the universal plug and play type device into the 
universal plug and play type protocol fl|0022). 

25. Cheng do not teach wherein the rendezvous type protocol utilizes Internet 
Protocol. 

26. In the same field of endeavor Cheshire's teach rendezvous devices (fig. 1 #102- 
110) on a network (fig. 1 #100) using the Internet Protocol fl|0025-0027). 
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27. It would have been obvious to one of ordinary skill in the art to have rendezvous 
devices in an IP network taught by Cheshire for communicating with UPnP devices 
through a bridge as shown in Cheng, since the operation of the bridge is in no way 
dependent upon the type of network that the devices reside on, the combination with an 
IP network to achieve the predictable results of being able to communicate from UPnP 
devices to non-UPnP devices. 

28. In regards to claim 23 Cheng discloses, wherein a conversion program used by 
the means for converting is stored within the means for converting fl|0022). 

29. In regards to claim 24 Cheng discloses, wherein the means for converting is 
programmed by the universal plug and play type device or the rendezvous type device 
(1J0040-1J0042). 

30. In regards to claim 29 Cheng discloses, bridge device (Fig 1 #200) configured for 
coupling between a universal plug and play type device (Fig. 1 #120) and a rendezvous 
type device (Fig. 1 #150-180) for converting communications between the universal 
plug and play type device and the rendezvous type device into proper formats fl|0020 
line(s) 12-19), comprising: 

m. a. a universal plug and play type interface circuit configured to couple to a 
universal plug and play type device operating under a universal plug and play 
type protocol (Fig. 2 #210 and 1J0022 line(s) 1-6); 
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n. b. a rendezvous type interface circuit configured to couple to a rendezvous 
type device operating under a rendezvous type protocol (Fig. 2 #250 a -d and 
1J0021); and 

o. c. a conversion circuit coupled between the universal plug and play type 
interface circuit and the rendezvous type interface circuit (Fig. 1 #200 and Fig. 
2), wherein the conversion circuit converts communications directed from the 
universal plug and play type device to the rendezvous type device into the 
rendezvous type protocol, and further wherein the conversion circuit converts 
communications directed from the rendezvous type device to the universal plug 
and play type device into the universal plug and play type protocol fl|0022). 

31 . Cheng do not teach wherein the rendezvous type protocol utilizes Internet 
Protocol. 

32. In the same field of endeavor Cheshire's teach rendezvous devices (fig. 1 #102- 
110) on a network (fig. 1 #100) using the Internet Protocol fl|0025-0027). 

33. It would have been obvious to one of ordinary skill in the art to have rendezvous 
devices in an IP network taught by Cheshire for communicating with UPnP devices 
through a bridge as shown in Cheng, since the operation of the bridge is in no way 
dependent upon the type of network that the devices reside on, the combination with an 
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IP network to achieve the predictable results of being able to communicate from UPnP 
devices to non-UPnP devices. 

34. In regards to claim 32 Cheng discloses, wherein a conversion program used by 
the conversion circuit is stored within the conversion circuit fl|0022). 



35. In regards to claim 38 Cheng discloses, a network of devices, operating under a 
plurality of protocols (Fig. 1 #100), the network of devices comprising: 

p. a. one or more universal plug and play type devices operating under a 
universal plug and play type protocol (Fig. 1 #100 and 1|0020line(s) 12-19); 
q. b. one or more rendezvous type devices operating under a rendezvous 
type protocol (Fig. 1 #100 and 1J0020 line(s) 12-19); and 
r. a converter configured to couple between a universal plug and play type 
device and a rendezvous type device to convert communications between the 
universal plug and play type device and the rendezvous type device into proper 
formats (Fig. 1 #200 and 1J0020 line(s) 12-19), comprising: 

i. a. a universal plug and play type interface circuit configured to 
couple to a universal plug and play type device operating under a 
universal plug and play type protocol (Fig. 2 #210 and 1J0022 line(s) 1-6); 

ii. b. a rendezvous type interface circuit configured to couple to a 
rendezvous type device operating under a rendezvous type protocol (Fig. 
2#250 a .d and1J0021); and 
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iii. c. a conversion circuit coupled between the universal plug and play 
type interface circuit and the rendezvous type interface circuit (Fig. 1 #200 
and Fig. 2), wherein the conversion circuit converts communications 
directed from the universal plug and play type device to the rendezvous 
type device into the rendezvous type protocol, and further wherein the 
conversion circuit converts communications directed from the rendezvous 
type device to the universal plug and play type device into the universal 
plug and play type protocol (1(0022). 

36. Cheng do not teach wherein the rendezvous type protocol utilizes Internet 
Protocol. 

37. In the same field of endeavor Cheshire's teach rendezvous devices (fig. 1 #102- 
110) on a network (fig. 1 #100) using the Internet Protocol fl|0025-0027). 

38. It would have been obvious to one of ordinary skill in the art to have rendezvous 
devices in an IP network taught by Cheshire for communicating with UPnP devices 
through a bridge as shown in Cheng, since the operation of the bridge is in no way 
dependent upon the type of network that the devices reside on, the combination with an 
IP network to achieve the predictable results of being able to communicate from UPnP 
devices to non-UPnP devices. 
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39. In regards to claim 41 Cheng discloses, wherein the converter is a stand-alone 
device coupled between the universal plug and play type devices and the rendezvous 
type devices (Fig. 1 #200). 

40. Claims 19, 28, 37, and 44 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over Cheng (US PGPub 2002/0078161) and Cheshire (US PGPub 
2005/0044355) as applied to claims 6,1 1 , 20, 29, and 38 above, and further in view of 
Cho (US PGPub 2003/0016682). 

41 . In regards to claims 19, 28, 37, and 44 neither Cheng nor Cheshire discloses, 
wherein the rendezvous type interface circuit comprises a rendezvous type proxy which 
maintains a table of entries, each entry corresponding to a universal plug and play type 
device. 

42. In the same field of endeavor Cho teaches a generic HAVI (Home Audio Video 
Interoperability) agent that includes a table that has entries corresponding to the UPnP 
devices (Fig. 3 #311 and 1J0042 Nne(s) 13-18). 

43. Therefore, it would have been obvious to one of ordinary skill in the art at the 
time the invention was made to modify Cheng's UPNP enabling device for 
heterogeneous network of slave devices and Cheshire's method and apparatus for 
accelerating the expiration of resource records in a local cache with Cho's teaching as 
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discussed above to allow for the capability of having an updated list of available devices 
therefore eliminating the step of asking if the device is available. 

Response to Arguments 

44. Applicant's arguments with respect to claims 1-44 have been considered but are 
moot in view of the new ground(s) of rejection. 

Conclusion 

Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to La Juania N. Mouzon whose telephone number is 571- 
270-3045. The examiner can normally be reached on Monday - Friday 8:00-5:00, 1st 
Fridays off. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Glenton Burgess can be reached on 571-272-3949. The fax phone number 
for the organization where this application or proceeding is assigned is 571-273-8300. 
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Information regarding the status of an application may be obtained from the 
Patent Application Information Retrieval (PAIR) system. Status information for 
published applications may be obtained from either Private PAIR or Public PAIR. 
Status information for unpublished applications is available through Private PAIR only. 
For more information about the PAIR system, see http://pair-direct.uspto.gov. Should 
you have questions on access to the Private PAIR system, contact the Electronic 
Business Center (EBC) at 866-217-9197 (toll-free). If you would like assistance from a 
USPTO Customer Service Representative or access to the automated information 
system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000. 

/Glenton B. Burgess/ 

Supervisory Patent Examiner, Art Unit 2153 
LNM 



